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FITTING INSTRUCTIONS 1/3

NOTE: ENSURE SCORPION SYSTEM IS CLEAR OF MOVING PARTS AND ALL ORIGINAL FUNCTIONS WORK CORRECTLY.

1 Serket Parallel Silencer RSC348

2  Connecting Pipe CP879

3  37-40mm Clamp (Z016.10006)    

4  Bracket (Z015.31055)

5  Hanging Bracket (Z007.31382)

6  2 x M8 x 5mm Spacer  (Z026.20049)

7  5/16” x 3”long Hex Head (Z017.12726)

8  Alloy spacer(Z026.20273)

9  2 x M8 x 16mm Hex Head Bolt (Z017.10043)

10   2 x M8 x 17mm Washer (Z017.10831)

11   M8 x 16mm Cap Head (Z017.10808)

12   Alloy Bolt Finisher (Z026.20068)

13   12 x 50mm Bar (Z017.12774)
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Where not supplied use original fittings.
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FITTING INSTRUCTIONS 2/3
Box: PLOCK 1

A) Firstly remove O.E silencer and 
keep all the original parts and 
fittings.

B) Fit the link pipe to the bike but 
only loosely.

C) Item 5 fits to the original 
exhaust mounting point using item 
13 as shown in pic ‘C’ .

D) Loosely fit item 4 to the bracket 
using items 11 and 12. As shown in 
figure ‘D’.

E) Using items 7 and 8 Fit the 
bottom of the bracket to the bike 
and tighten up both bolts holding 
the bracket on. As shown in figure 
E.

F) Attach the silencer to the 
connecting pipe using the collar, 
then using items 6,9 and 10 (shown 
in figure ‘F’ ) bolt the silencer to 
the bike.

G) Once happy with the position of 
the silencer, tighten all bolts and 
clamp on the connecting pipe.

H) When fitting is complete take 
scooter for a short ride. Up on 
return allow the scooter to cool 
then check all nuts and bolts are 
still tight. 
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Box: PLOCK 1

Thank you for purchasing your Scorpion Silencer.
Care of your exhaust: Please refrain from cleaning silencer with heavy solvents or abrasives!

Vielen Dank Fur den kauf eines Scorpion Schalldampfers! Pflegehinweis: Bitte verwenden Sie niemals Scheuermittel oder 
aggressive Reiniger zur Pflege Ihres Auspuffes!

Merci d’avoir choisi un echappement Scorpion.
Entretien de votre silencieux: Ne pas utiliser de solvants ou de produits abrasifs!

“Muchas gracias por adquirir un Silencioso Scorpion. Le recomendamos no limpiar el silencioso con productos abrasivos o 
aquellos que contengan disolventes.”

Where not supplied use original fittings. DB KILLER Z038.10553 (QQ)
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